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“The Ultimate Concrete Repair Material”

We have prepared this catalogue to present to you some of our wide range of Cast Iron natural
draught gas burners, several of our own unique and advanced designs.

All the burners listed here have been designed and tested with Town Gas, Liquefied Petroleum
Gases and Natural Gas.

Presentation of a good gas image is very important, so we place much emphasis on precision and
good casting finish. To this end we have developed new casting techniques and Specialised
Machine Tools.
ORIFICE RATING CALCULATOR
Shows orifice ratings from 0.32mm to 5.80mm in LPG Natural and Town Gases with equivalent
MTD sizes.

Available on request. For conversion to metric: 1000 Btu/h = 1.055 mJ/h.
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AC CAST IRON RING BURNERS

AC Cast Iron Ring Burners are available in a wide range suitable for most applications. They are
particularly suitable for heating vessels containing liquids, but have many other applications.

ACMP/2 soft metal melting pot burner

A(C7-25 double ring boiling burner with pot
supports

AC 4 large two-ring BBQ and boiling burner with
three point landing pot supports

AC8-25 double ring boiling burner

ACG.C 165 gas copper burner
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AC CAST IRON RING BURNER SPECIFICATIONS

Nominal Thermal Input
Btu/h
WwT Flame i f
- Buraer Length Width Height N Pattern Ports Gas Orifiee:Sizes
escription LB AppIos Connect
Town LP Gas Natural
Gas Gas

Inch 8-1/8 5-3/8 312 3 4-172 40x3/64D 2.50mm L.00mm 1.60mm
AC2 1/4Bsp

mm 207 137 89 114 Slots 11,000 10,000 11,000

Inch 10-5/8 3-1/8 3-3/4 4-1/2 5-1/4 46x5/32D 4.20mm 1.70mm 2.67mm
ACMP2 1/4Bsp

mm 270 78 95 113 46x4D 32,000 31,400 32,000

Inch 12-5/8 7-3/4 3-1/2 7-1/4 6 72x1/8D 3.6mm 1.Smm 2.35mm
AC7-25 1/4Bsp

mm 322 197 89 153 +36x1/8D 25,000 25,000 25,000

Inch 16-3/8 8-1/4 4 13-112 8 84x1/8D 4.75mm 1.85mm 3.00mm
AC4 1/4Bsp

mm 416 248 102 203 +42x1/8D 41,000 38,000 41,000

Inch 12-5/8 7-3/4 3-12 7-1/4 6 72x1/8D 3.6mm 1.5mm 2.35mm
AC8-25 1/4Bsp

mm 322 197 89 153 +36x1/8D 25,000 25,000 25,000

Inch 14-172 6-1/8 3 7 6 72x5/32D 4.1lmm 1.65mm 2.60mm
ACGCl165 1/4Bsp

mm 368.3 162 76 152 72x4 30,500 29,000 30,900
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CAST IRON TUBE BURNERS

AC Cast Iron Tube Burners are constructed as both one piece and modular units. These burners

have narrow slot machined in the burner head to give a ribbon flame. They are used singley and in
banks.

AC14

AC19

AC24

AC30

AC36

AC42

AC48
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TUBE BURNER SPECIFICATIONS

Nominal Thermal Input
WT Flame 4 )
Dg;‘:i‘:ﬁron Length | Width | Height IN Pattern Ports il ifice Ska l
Ls Auigiox Town LP Gas | Natural
Gas Gas

Inch
AC14-5/64 15172 2-3/4 3 312 14 14x5/64 320mm | 1.25mm z.men{

mm 1/4BSP

381 70 76 355 355x2 18,500 17,000 | 18,500

Inch 21 2304 3 6 19 19x5/64 400mm | L55mm | 2.55mi
ACI19-5/64 1/4BSP

mm 533 70 76 483 483x2 29,000 27,000 29,000

Inch | 26-1/4 318 358 11 24 24x5/64 4.40mm | 1.70mm | 2.80mm
AC24-5/64 1/4BSP 1

mm 673 79 92 610 610x2 35,000 31000 | 35.000]

Inch | 32.73 3-18 358 11-172 31 31x5/64 535mm | 210mm | 3.40mm
AC30-5/64 1/4BSP

mm 835 79 92 787 787x2 52,000 47,000 52,000

Inch | 37-3/8 47116 4-11/16 16 3512 | 35-1/2x5/64 550mm | 2.30mm | 3.50mm
AC36-5/64 3/8BSP

mm 950 113 120 902 902x2 56,000 56,000 | 56,000

Inch | 43-3/8 47716 4-11/16 19 41 % 41-172x5/64 6.00mm | 2.45mm | 3.75mm
AC42-5/64 3/3BSP

mm 1102 113 120 1105 1105x2 65,000 65,000 | 65,000

Inch | 48-78 47716 411716 22 47 47x5/64 6.05mm | 2.60mm | 4.05mm
AC48-5/64 3/8BSP

mm 1242 113 120 1145 1145x2 75,000 75,000 | 75,000
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ACS8 HEAVY DUTY BARBEQUE BURNER

Twin rows of ports provide wide distribution of heat required for chargrill cooking. Gas connection
%" BSP Standard LP Gas, Orifice size 1.40. Rating 21,000 BTU’s per hour.

AC 88 BBQ BURNER - Specifications

Nominal Thermal Input

Btu/h
. . o Flame Gas Orifice Sizes
Width Length Height Weight Length Ports Camnstt
Town LP Gas Natural
Gas Gas
& S 3.55mm 1.40mm 2.20mm
5 1" L] 1 1 g [T
2-172 16-1/2 3-12 5-12"1b 13-1/ 80x1/8"dia Vi BSFE 23.000 21,000 22,000

AC460 OVEN BURNER - Specifications

Nominal Thermal Input

Btu/h
Width Length Height Weight Flame Ports Gas Orifice Sizes
mm mm mm kg Length Connect
Town LP Gas Natural
Gas Gas
s 4.90mm 2.00mm 3.10mm
70 510 70 4 460 112x3.2 Yi"BSP 43,600 43,000 43.900
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AC CAST IRON BAR BURNERS

AC Cast Iron Bar Burners have a very high thermal input and exceptional flexibility due to the

exclusive “Vee™ design of the burner head, which allows more BTU per inch than can be obtained
with conventional burner head.

AC175

Heavy duty
input burner
producing an
even block of

heat.

Use: Roasting
Nuts

13” & 16”
WOK RINGS
Cast Iron

AC27,000

Compact high
input benchtop
boiling burner
with three pot
supports.
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for
Commercial
and Industrial
Hotplates.

AC10 BAR
BURNER

A small rated
Bar Burner
suitable for

Industrial
Heating Tanks.

AC 12/110
BURNER
This burner
produces an
intense heat
over a shorter
length than the
ACS
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